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Com Lite Bulkheads - CE Range 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Com Lite Bulkheads CE Range are a range of highly efficient LED circular surface 

mounted bulkheads supplied with Triac dimming function and LED plates as 

standard. Available in a range of sizes, wattages and colour renderings, they are 

suitable for use in stairwells, corridors and other commercial and retail applications.  

 Optional Triac/Household dimming function already inbuilt 

 Supplied with LED lightsource 

 Durable polycarbonate base and cover 

 IP54 rated 

 3 year driver warranty as standard 

 Emergency versions available upon request 

 120° beam angle 

 Available in white/opal only 
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For more information on our Tegral brand of products, please contact us 

Tegral Lighting Ltd   Integral Lighting Ltd 
Unit 4 Myson Way   Unit 99 Barrow Road 
Raynham Road Industrial Estate  Dublin Ind Est 
Bishops Stortford   Glasnevin, Dublin 11 
Herts, CM23 5JZ 

E-mail: salesuk@tegral-lighting.com sales@tegral-lighting.com 
Tel:  +44 (0)1279 461888/908  +353 (01) 8309684/85/86 
Fax: +44 (0)1279 460115  +353 (01) 8309932 
 www.tegral-lighting.com 

Com Lite is a brand name of 

 

 

 

Product Code Description Wattage 
 Lumen 
Output 

Size 

CE12WLED3 12w surface circular IP54 fitting triac dimmable 3000k 12w 1000lm 200x48mm 

CE12WLED4 12w surface circular IP54 fitting triac dimmable 4000k 12w 1100lm 200x48mm 

CE18WLED3 18w surface circular IP54 fitting triac dimmable 3000k 18w 1530lm 300x40mm 

CE18WLED4 18w surface circular IP54 fitting triac dimmable 4000k 18w 1620lm 300x40mm 

CE25WLED3 25w surface circular IP54 fitting triac dimmable 3000k 25w 2075lm 300x40mm 

CE25WLED4 25w surface circular IP54 fitting triac dimmable 4000k 25w 2150lm 300x40mm 

 

 

 

 

 

 

 

 

  

- This product with emergency function is not suitable for use on a system with a secret key switch or a central test system 

- Lumen outputs are approximate and subject to change 

 

 

 

 

 

 

 

                             

 

 

 

Add to end of 
Product Code 

Application 

/M3 3 Hour Emergency 
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